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 PRESSURE SWITCHES

PRESSURE SWITCHES 
FOR FIRE FIGHTING UNITS
Use: Hot and cold sanitary water circuits, pressurizing 
systems, heating systems and refrigeration circuits

Features

Approvals

• Pressure switches for booster sets and air compressors.

• The switch automatically ensures the start and stop functions of 
the electric pump according to the set pressure values.

• Electric contacts: normally closed and made of brass alloy with 
Ag-Ni surfacing.

• NBR white membrane with insert in PA (nylon).

• ¼”F hydraulic connection made of galvanized steel.

• 1/2”F hydraulic connection made of galvanized steel.

• Tear resistant cable clamps.

• Terminal block with full insulated live parts.
 

OPTIONALS – SPECIAL ARRANGEMENTS

• Several available hydraulic connections.

• Three way connection, air relief valve, on/o� button on cover etc.

• ¼" �x stainless steel connection �ange and female revolving nut
 
• Customized settings.

• Transparent cover and graduated scale showing the cut-in 
pressure value.

• Cover with on/o� button.

• Reinforced electric contacts up to 20A current.

• Protection degree IP 54.

• Version with electric cables for line and motor connection.
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 PRESSURE SWITCHES

PRESSURE SWITCH – MONO PHASE

Model Relief Valve Pressure Range   Connection Factory Settings Minimum
Di�erential 

Maximum
Di�erential  Net Weight 

APS-1

APS-2

without

without

1-6 Bar

2-11 Bar

1/4"

1/4"

2,0 / 3,2 BAR

2,6 / 4,0 BAR

1,2 BAR

1,4 BAR

3,5 BAR

3,5 BAR

330 gr

330 gr

PRESSURE SWITCH – THREE PHASE

Model Relief Valve Pressure Range   Connection Factory Settings Minimum
Di�erential 

Maximum
Di�erential  Net Weight 

APS-3

APS-4

APS-5

APS-6 

APS-7

APS-8

without

without

without

with

with

with

2-8 Bar

3-11 Bar

4-16 Bar

2-8 Bar

3-11 Bar

4-16 Bar

1/4"

1/4"

1/4"

1/2"

1/2"

1/2"

2,8 / 4,0 BAR

3,8 / 5,0 BAR

6,2 / 7,6 BAR

3,6 / 5,0 BAR

6,0 / 7,4 BAR

8,0 / 9,6 BAR

1,2 BAR

1,2 BAR

1,4 BAR

1,4 BAR

1,4 BAR

1,5 BAR

3,5 BAR

3,5 BAR

3,5 BAR

4,0 BAR

4,0 BAR

4,0 BAR

390 gr

400 gr

400 gr

450 gr

460 gr

460 gr


